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1

The driver for the
RPCM Loss of
Comm advisory in
the NCS is a static
RPCM Integration
Counter.

2

Although there is a
different path for
each command type,
the three command
windows look the
same.  The only
visible difference in
the template
windows is that the
valid Bus ID for a
given window are
listed in the window.

3

The RPCM Power
On Reset command
will remove any
previously
established
command inhibits.

ADVISORY

RPCM XXXX X
Loss of Comm

Advisory 1

No

Yes

1 RPCM Health

Node 1:EPS: RPCM XXXX X
 RPCM XXXX X

Is Integration Counter Incrementing?
 Transient

message.
  3

 4 Remote Terminal Reset

 Node1: C&DH: MDM N1-2
Primary NCS MDM N1-X
‘Software Control’
• sel  Transmit Mode Code

Locate group containing affected
RPCM

N1RS1 A, N1RS1 B, N1RS1 C,
N1RS2 A, N1RS2 B, N1RS2 C

N13B A, N13B B, N13B C

N14B A, N14B B, N14B C

 5 Primary NCS Cmd

• sel Primary NCS
Xmt Mode Code
Commands6 N1-2 Commands

• sel N1-2 NCS Xmt
Mode Code
Commands

7 N1-1 Commands

• sel N1-1 NCS
Xmt Mode Code
Commands

8 Command Remote Terminal Templete

Use RT Table to complete the Bus ID and RT Address
Information

• cmd Reset_Remote_Terminal_Tmplt
Bus ID = ____________
RT Address = ________
• Execute

2

2

2

 9 RPCM Health

Node 1:EPS: RPCM XXXX X
 RPCM XXXX X

Is Integration Counter Incrementing?
Yes

No

 10 RT link to MDM droped-
out and was re-established.

 11 Reset RPCM Firmware

• sel  Firmware Detail
• sel Commands
• cmd Power_On_Reset_Arm

Execute
• cmd Power_On_Reset Execute

3

12

2

• clear advisory log
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 12 RPCM Health

Node 1:EPS: RPCM XXXX X
 RPCM XXXX X

Is Integration Counter Incrementing?

11

Yes

No

 13 RPCM firmware hung-up
and has been reset.

 14 Verification of RPCM Loads

Does a load powered by the RPCM,
other than an MDM, independently
indicate that it is receiving power?

Yes

No

 15     Command RPC

Continue to monitor load
• sel RPC X (for load)
• sel Commands
• cmd Open Execute
• cmd Close Execute

 17 Load Confirmation

Does load data indicate that command
was sucessfully executed?

Yes

 19  RPCM is functioning.  Telemetry
data is not being provided to the
MDM.  Schedule for replacement

 16   Critical Load

Is RPCM supplying power MDM N1-1
or MDM N1-2?

Yes No

18 RPCM will
remain in its last
commanded state
but will not
receive
commands or
telemetry.
Schedule for
replacement.

 20 Power Cycle RPCM

√ MCC-H for correct procedure to
perform in order to power cycle the
RPCM at the source.

 21 RPCM Health

Node 1:EPS: RPCM XXXX X
 RPCM XXXX X

Is Integration Counter Incrementing? Yes

No

 22
RPCM firmware
hung-up and has
been re- initialized.

 23

RPCM Failed.
Schedule for
replacement and
refer to EPS SSR
for RPCM.
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RPCM RT TABLE

RPCM Bus Name Bus ID RT Address

N1RS1 A UB EPS 14 2 20

N1RS1 B UB EPS 14 2 19

N1RS1 C UB EPS 14 2 18

N1RS2 A UB EPS 23 3 20

N1RS2 B UB EPS 23 3 19

N1RS2 C UB EPS 23 3 18

N13B A SYS LAB 2 11 20

N13B B SYS LAB 2 11 19

N13B C SYS LAB 2 11 18

N14B A SYS LAB 1 11 20

N14B B SYS LAB 1 11 19

N14B C SYS LAB 1 11 18


